Pulse Oximeter

Features

Measure blood oxygen saturation lever
Measure pulse rate

Low battery indicator %SpOz PRopn @
Automatic power off 96 60 :
OLED display

PR waveform display
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Four directions modes
Size: 58.0 33.4 35.6 mm
G.W: 1009

= Accessories

* 1 piece pulse oximeter
* Lanyard
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* User manual
* 2 AAA Batteries
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1 Classification

Type of protection against electric shock: ..o, Il (Internally powered equipment)

Degree of protection against electric shock.........cccoocoee i, Type BF-Applied part (non-defibrillation proof)
O perating mMode s iiraii i s G L Spot checking

Degree of protection against hazards of explosion................... Ordinary equipment: Not protected

EQUIPMENT LY PE. e Fingertip oximeter

2 Measurement Specifications
Spo2 declared accuracy
R g s s s e s e s e 00RO O 96 By iEE
0% ~ 69%: unspecified

1T 1T o] B s FE PR P - PR B S S e 1%
Update Period..... i i o i ataie ifitieiasessiins 1s
AVeraging iLimes s isi s nrntai s il it sl 8s
PR declared accuracy
R B (O ) e i o B e S B P O S T 2 W 25~250: +3digits
RESOIULION...iiiiie e e 1bpm
Update Period. ... 1s
Averaging Time . e 8s
3 Power Requirements
Specification of alkaline batteries......ccccovvvvviivvrincininnninen, Two AAA
G perating.CUrren tasmsennennnnn ounnua natn o mnnnng Less than 30mA
RUNEINE o rm e 600 spot checks on two full power batteries at

ambient temperature 25°C.
4 Environmental Specifications

Temperature
OPerating oo +41°to +104°F / 5° to +40°C
Storage) Transportation: =t okl -40° to +140°F / -40° to +60°C
Humidity
D B A I Q) s s s i s o s e T 3 3 R s 10~95%, noncondensing
Storage/Transportation.....erircreoneecennecnreriee e 10~95%, noncondensing
Atmosphere Pressure
OPerating e et 70~106kpa
Storage/Transportation.. ... veeecveeneecere s 50~107.4kpa

5 Physical Specifications
Width*Height*Depth ......ccooiis e, 02X 35 %31 mm

Wl gt s s i i a R vt 60 g (including the batteries)
.6 Display
FPO-10
Display type Dual_color OLED, 0.96", 128x64 pixel
Display content SpO2%, Pulse rate, Battery indicator, Bar graph , Pulse waveform, Heart beat mark

7 LED Wavelengths
Probe LED Specifications

Wavelength Radiant Power
RED 660+2nm 1.8mW
IR 906+10nm 2.0mw
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